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PEDESTRIAN ACCESS 1.	PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES DURING PEDESTRIAN ACCESS SHALL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION IN ACCORDANCE WITH THE OMUTCD (LATEST EDITION), AND THE AMERICANS WITH DISABILITIES ACT (LATEST EDITION). CURB RAMPS DETECTABLE WARNING PLATES FOR ALL CURB RAMPS SHALL BE EAST JORDAN "DURALAST" DETECTABLE WARNING PLATES OR APPROVED EQUAL. THE PLATES SHALL BE UNCOATED (NATURAL FINISH) GRAY IRON INSTALLED ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS. INSPECTION 1.	BEFORE BACKFILLING ANY EXCAVATIONS IN THE PUBLIC RIGHT-OF-WAY, BEFORE BACKFILLING ANY EXCAVATIONS IN THE PUBLIC RIGHT-OF-WAY, THE CITY'S CONSTRUCTION INSPECTOR SHALL INSPECT AND APPROVE THE WORK. FAILURE TO NOTIFY THE INSPECTOR PRIOR TO BACKFILLING MAY RESULT IN THE CONTRACTOR HAVING TO RE-OPEN HIS WORK AT THE CONTRACTOR'S OWN EXPENSE IN ORDER TO INSPECT.  2.	WORK INVOLVING FINAL PAVEMENT RESTORATION (INCLUDING ALL RAMPS, WORK INVOLVING FINAL PAVEMENT RESTORATION (INCLUDING ALL RAMPS, WALKS, DRIVES, AND APRONS) SHALL BE INSPECTED AND APPROVED BY THE CONSTRUCTION INSPECTOR. FAILURE TO NOTIFY THE INSPECTOR AND HAVE HIM PRESENT MAY RESULT IN THE CONTRACTOR HAVING TO REMOVE AND REPLACE HIS WORK AT THE CONTRACTOR'S OWN EXPENSE IN ORDER TO PROPERLY INSPECT.   
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